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Data Sheet 703.9710 I,_
‘Y’ TYPE STRAINERS

Type 707.5 - ANSI #1500 Ib
Type 707.6 - ANSI #2500 Ib

Cast body

Pressure Seal Cover
Sizes 2” to 16”
Flanged or Butt-Welding

For more than twenty years CONACO™ 'y®
strainers have been considered as the industry
standard for the protection of valves, pumps, turbines
and any other pipeline equipment requiring a
contaminant-free operation.

Desagn
Very low pressure drop, due to the generously sized screen.
An exclusive proprietary software can calculate the pressure
drop for any design condition and strainer configuration.

» (Cover fastened with bolts and nuts instead of studs, ensuring a
better sealing, easy maintenance and the option of having a hinged
cover.

Pressure seal cover for high pressure leak-free service.

« \ery high corrosion allowance on thickness for longer life.

* Face to face dimension to ANSI B16.10 for easy interchangeability (2"
and larger).

Range of existing patterns:

Manufacturing:
* From 1/2" to 24" ANSI #150 and 300 Ib

Full traceability of all parts of all strainers ever produced.

* From 1/2" to 16" ANSI #600, 900 and 1500 Ib = All strainers are individually Hydrostatically tested to API 598
* From 1/2" to 18" ANSI #2500 Ib. *  Quality System to IS0 9001
. € marking
Parts List and Standard Materials
(1) Body (2) screeen (3) Gasket
ASTHM A216 WCB A5 304 METALLIC
ASTH AZ16 WCT AISI 316
ASTM AJS2 LCB AIS] 3160
ASTM AJSE LCC DUPLEX STEEL
ASTH AT WE1 BRI
ASTM A21T WCH MOMEL
ASTM A21T WCH HASTELLOY
ASTR AT C5 INCOMEL
ASTM A21T C12
ASTH ASS1 CF3

ASTM A351 CFB

ASTM A351 CF3M
ASTM A351 CFEBM
LINS 531803

UNS 532760

LINS 531254
ALUMINIUM BRONZE

Q@B

Plug (B5)(®) Boiting  (7XB)9XI0) Cover

ASTM A0S ASTM AT53 BT-A184 ZH

ASTM A105
ASTM AZSD LF2 ASTM A320 L7-A194 Grd ASTM AZSD LF2
ASTM ATB2 F1 ASTM ATS3 BE-A194 Gr.B ASTM ATB2 F1
ASTM A1B2 F5 ASTM A182 F5
ASTM ATB2 FO ASTM A182 FO
ASTM A1B2 F1 ASTMAI82 FI
ASTM A182 F22 ASTM ATB2 F22
ASTM A1B2 FI04 ASTM A182 FID4
ASTM A182 F304L ASTM A182 FI0D4L
ASTM A182 Fa16 ASTM A182 FA16
ASTM A182 FI16L ASTM 8182 F316L
ASTM A182 F51 ASTM A1B2 F51
A hiion sronze AL iion sronze
Other materials available.




Dimensions And Weights Data Sheet 703.9710

Class 1500 Ib

Class 2500 Ib

A Al A2

« Dimensions and weights are
approximate.

» Standard blow off plug 34" NPT.

| = Standard screen perforated
plate1.5 mm dia. holes.
& m * Flanged ends to ANS| B16.5.

* BW ends to ANSI B16.25.

= Cover flange to manufacturer's
standard.

RF BW RTJ

Optional Special Features Installation

+ Strainers should be installed as close as possible to the
machinery or valve to be protected. The arrow cast on the
strainer body must point to the direction of the flow.

CONNECTIONS:
SCREEN:

Clamps or special flanges
Double or triple layers (mesh

on perf. plate, mesh on mesh),
magnetic assemblies

» For installation on horizontal or inclined pipelines, the screen

housing must be below the pipeline.
Never install a "Y" type strainer on vertical pipelines with

DRAIN:  Any combination of nipples, flow directed upwards. Refer to the figures below (a special
flanges, valves and plugs Conaco™ patented ‘Y' strainer cunb%guratir.:-n is available
VENT: Optional connection when installation on vertical upwards lines is unavoidable).
DP GAUGE: Optional connections .
LINING: Epoxy ='-_T;.'-—- |
COATING: Any painting cycle i FESr T
\ |
How To Order

Always specify: type - rating - end connections - size - body/screen material - filtering degree - drain type
Example: No 1 Type 707.5 - #1500RF - 10" - WCB/304 - 1.5mm perf - 34" NPT Plug
Ask our technical department for the correct sizing with the lowest pressure drop for your application.

Other Conaco Strainers
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150 to 2500 Ib 1/2" to 1.1/2" type 777 'Y' Strainers 700.9710

150, 300, 600 Ib, flanged cover, type 707 'Y’ Strainers 701.9710
900, 1500, 2500 Ib flanged cover, type 707 'Y’ Strainers 702.9710
800 Ib forged type 767 'Y’ Strainers 704.9710

Type 407 'Tee’ Strainers 407.9710

Type 444 'Top Hat’ Strainers  444.9710

150, 300, 600 Ib cast, Type 507 ‘Basket’ Strainers 507.0309
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